Applications
For use in outdoor or indoor locations on flexible metallic liquidtight conduit and Type B flexible nonmetallic liquidtight conduit.
Use to positively bond the conduit to a box or enclosure.

Product Features
- RACO liquidtight connectors are suitable for use in Class I, Div. 2, Class II, Div. 1 & 2; and Class III, Div. 1 & 2 hazardous locations.
- All components are reusable - RACO liquidtight connectors may be easily disassembled and reused after years of service.
- Sealing washer (included) provides a liquidtight seal when terminating the connector in a threadless opening.
- UPC bar coded fittings are individually polybagged with a preprinted UPC-A bar code, and packaged in pre-scored tear top cartons for an attractive presentation.
- All steel/iron components are zinc electro plated for added corrosion protection.
- 3/8 in. to 1 in. Steel bodies, 1-1/4 in. to 4 in. Malleable iron bodies.
- 3/8 in. to 1 in Steel nuts, 1-1/4 in. to 4 in. Malleable iron nuts.
- N/A

UL Listed
- Standard 514B, UL Listed E195969.

Csa
- C22.2 No. 18

General Product Information
- Sub Class: Uninsulated
- Trade Size: 1-1/4 in.

Drawing Dimensions
- Dimension A: 2-3/16 in.
- Dimension B: 43/64 in.
- Thread Spec. B: 1-1/4 in. - 11-1/2 NPT

Packaging
- Package Type: Carton
- Ship Carton Qty.: 10
- Product UPC-A Labeled: No
- Weight (Lbs. Per/C): 63.50
- Ship Carton Length (in.): 7.50
- Ship Carton Width (in.): 5.69
- Ship Carton Height (in.): 4.50
- Gin Weight (Lbs.): 6.35
- UPC Number: 050169034057
- I2oif5: 50050169034052